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I. Industrial Communication Systems

II. System Diagram

(1) Standard Multi-party Intercom Paging System

(2) Intelligent Multi-party Intercom Paging System

III. Ex Regulations

IV. Products 

(1) Standard System:

1. Weather-proof Handset Station

1.1 Wall Mount Handset Station

Indoor : K35AG0

Outdoor : K35A40

Outdoor : K35A60

1.2 Desktop Handset Station : K35AD0

1.3 Desktop Handset Station with Merge / Isolate Control : K35ADM

1.4 Flush Mount Handset Station : K35AF0

1.5 Side Mount Handset Station : K35AS0

1.6 Portable Handset Station : K35AP0

1.7 Wall Mount Amplifier Station

Indoor : K3AAG0

Outdoor : K3AA40

Outdoor : K3AA60

2. Explosion-proof Handset Station (Zone 2)

2.1 Wall Mount Handset Station

Indoor : K25AG0

Outdoor : K25A40

Outdoor : K25A60

2.2 Desktop Handset Station : K25AD0

2.3 Wall Mount Amplifier Station 

Indoor : K2AAG0

Outdoor : K2AA40

Outdoor : K2AA60

3. Explosion-proof Handset Station (Zone 1)

3.1 Wall Mount Handset Station

Indoor : K15AG0
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Outdoor : K15A40

3.2 Wall Mount Amplifier Station

Indoor : K1AAG0

Outdoor : K1AA40                                                                       

(2) Intelligent System:

1. Weather-proof Handset Station

1.1 Wall Mount Handset Station

Indoor : K35DG0

Outdoor : K35D40

Outdoor : K35D60

1.2 Desktop Handset Station : K35DD0

1.3 Desktop Handset Station with Merge / Isolate Control: K35DDM

1.4 Flush Mount Handset Station : K35DF0

1.5 Side Mount Handset Station : K35DS0

1.6 Portable Handset Station : K35DP0

1.7 Wall Mount Amplifier Station

Indoor : K3ADG0

Outdoor : K3AD40

Outdoor : K3AD60

2. Explosion-proof Handset Station (Zone 2)

2.1 Wall Mount Handset Station

Indoor : K25DG0

Outdoor : K25D40

Outdoor : K25D60

2.2 Desktop Handset Station : K25DD0

2.3 Wall Mount Amplifier Station

Indoor : K2ADG0

Outdoor : K2AD40

Outdoor : K2AD60

3. Explosion-proof Handset Station (Zone 1)

3.1 Wall Mount Handset Station

Indoor : K15DG0

Outdoor : K15D40

3.2 Wall Mount Amplifier Station

Indoor : K1ADG0

Outdoor : K1AD40
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(3) Junction Box

1. Weather-proof Wall Mount Junction Box : JB034

2. Weather-proof Wall Mount Junction Box (ABS) : JB036

3. Explosion-proof Wall Mount Junction Box : JB024-P 

4. Explosion-proof Wall Mount Junction Box : JB024 

5. Explosion-proof Wall Mount Junction Box (ABS) : JB026

6. Explosion-proof Wall Mount Junction Box : JB014

(4) Speaker

1. Speaker with Driver 

1.1  8" ABS Wall Mount Speaker with Volume Control : SB861

1.2  8" Metal Flush Mount Speaker : SF861

1.3  8" Metal Wall Mount Speaker with Volume Control : SB862

1.4  GreyWide Angle ABS Horn Speaker : TH30P

1.5 WhiteWide Angle ABS Horn Speaker : TS15R

1.6  8" ABS Wall Mount Horn Speaker : TQ15R

1.7  10" Aluminum Horn Speaker : TU-10F

1.8 15" Aluminum Horn Speaker : TU15F

2. Outdoor Speaker Driver                                                                                     

2.1 Explosion-proof Zone 2 : DR230

2.2 Explosion-proof Zone 2 (ABS) : DR260

2.3 Explosion-proof Zone 1 : DR130

3. Mounting Accessory                                                                                               

3.1 Speaker Mounting Assembly: SMA41

4. Speaker Horn

4.1 15" Speaker Horn : HS015

4.2 18" Speaker Horn : HS018

4.3 20" Speaker Horn : HS020

4.4 Wide Angle Speaker Horn : WH001

5. Weather-proof GRP Speaker

5.1 Self-amplified Speaker : TW83A / TW83A-A

5.2 Speaker with Driver : TW830

5.3 High Voltage Speaker : TW83T

6. Explosion-proof GRP Speaker

6.1 Self-amplified Speaker : TW81A / TW81A-A

6.2 Speaker with Driver : TW810

6.3 High Voltage Speaker : TW81T

(5) Acoustic Booth 

1. Metal Acoustic Booth: EN2016  

2. ABS Acoustic Booth : ENF03                                                                                           
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(6) Interface                                                                                                                

1.  Merge / Isolate Controller : MI007

2. T/D Control Panel : TD007

3.  Audio Interface : AD101

4.  Telephone Interface : TI901

5.  Alarm Generator : TS903

6.  Radio Interface : RT101

7.  Signal Repeater : CR101

8.  Hotline Interface Detector : HD107

9.  Line Balance : LB201 / LB301

(7)  Interface for Rack-mount Accessory                                                                         

1.  19" Standard Cabinet and Accessory : SCB019

2.  Touch Screen Computer Control System (With Software) : ICU101

3.  Audio Interface : AD101-R

4.  Telephone Interface : TI901-R

5. Alarm Interface : TS903-R

6. Radio Interface : RT101-R 

7.  Signal Repeater : CR101-R

(8)  Cable

1.  16C System Cable : SC016

2.  2C Speaker Cable : SC002

3.  19C System Cable : SC019

V. Product List

(1) Standard Product List

(2) Intelligent Product List
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Interking Enterprises Ltd. is specialized in design and manufacture of Industrial 

Communication Systems. The manufacturing processes of our products are in 

compliance with the standards of ISO9001:2015. The majority of products are 

accredited by UL, IECEx, ATEX, CNS and CQST, ABS and CR.

The Systems have a distributed structure which allows maximum flexibility for 

many applications and have different series which are suitable for indoor, outdoor, 

safe, and hazardous areas. Handset stations have integral amplifiers for speaker 

drivers. Systemôs wiring is simple, only requiring 2 power lines and leads for each 

page or party channel. All handset stations are connected in parallel and system 

expansion is easily done from the nearest handset station or junction box. Systems 

can be configured as standard or Intelligent.

Applications

Power Plants

Oil, Gas and Petrochemical Plants

Refineries

Sewage Treatment Plants

Steel Rolling Mills

Paper & Textile Mills

Mining & Metallurgy

Coal-dressing Plants

Coking Plants

Incinerators

Light Rail,Bus and Subway Systems
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Item Model Description

A TW810 Explosion-proof GRPSpeaker

B K25AG0 Indoor Wall Mount Handset Station (Ex)

C DR230 + WH001 (Ex)Outdoor Speaker Driver & Speaker Horn

D K35A40 Outdoor Wall Mount Handset Station

E K15AG0 Indoor Wall Mount Handset Station (Ex)

F K35A60 Outdoor Wall Mount Handset Station (ABS)

G MI007 Merge / Isolate Controller

H K35AD0 Industrial Desktop Handset Station

I SC016 16C PVCSystem Cable

J SC016 16C Main ControlStation Cable

K AD101 Audio Interface

L TI901 Telephone Interface

M TS903 Alarm Generator

N RT101 Radio Interface

O MTI Combustible Gas Detector

P KFE1L0 Explosion-proof Control Station (Single Unit) 

Q KWF1DA Explosion-proof Warning Light

S
ta

n
d

a
rd

 S
y
s
te

m
 D

ia
g

ra
m

 

Standard System Diagram 
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Item Model Description

A TW810 Explosion-proof GRPSpeaker

B K25DG0 Intelligent Indoor Wall Mount Handset Station (Ex)

C DR230 + WH001 (Ex)Outdoor Speaker Driver & Speaker Horn

D K35D40 Intelligent Outdoor Wall Mount Handset Station

E K15DG0 Intelligent Indoor Wall Mount Handset Station (Ex)

F K35D60 Intelligent Outdoor Wall Mount Handset Station(ABS)

G MTI Combustible Gas Detector

H KFE1L0 Explosion-proof Control Station (Single Unit) 

I KWF1DA Explosion-proof Warning Light

J SC019 19C PVCSystem Cable

K SCB019 19" System Cabinet

L ICU101 Intelligent Touch Screen Computer Control System   
(With software)

M RT101-R Radio Interface

N TS903-R Alarm Interface

O TI901-R Telephone Interface 

P AD101-R Audio Interface

Q SC019 19C PVCSystem Cable

R K35DD0 Intelligent  Desktop Handset Station

S WKS101 Computer Workstation (withsoftware)
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Intelligent System Diagram
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Fire Triangle

Hazardous Area Definition:

Places where fire or explosion hazards may exist due to flammable materials(gases, vapors, liquids, 

dusts, fibers or flyings). When its concentration reaches a certain amount, once an ignition source exists, 

it will cause a fire explosion.

Electrical Equipment Protection Types: 

Flammable Materials:

Gas, vapor, liquid,

Dust

Fiber, flying

Ignition Sources:

Spark, heat

Comburent:

Oxygen

CNS/GB/IEC/ATEX UL / CSA

Protection Type Ex Code Zone Division Zone

Flameproof Enclosure d 1 1 1

Increased Safety e 1, 2 2 2

Intrinsic Safety ia 0, 1, 2 1 1

Intrinsic Safety ib 1, 2 1 1

Non-incendive nC 2 2 2

Non-sparking nA 2 2 2

Ex Regulations
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China: GB3836

Ex d IIC T6 Gb, Ex tDA21 IP66 T80

Taiwan: CNS 3376

Ex nC IIC T6 Gc

Ex tb IIIC T85  Db

NEC Hazardous Location Classifications:

Class I: Areas where flammable gases, vapors or liquids are present and are divided into 

groups A, B, C and D according to the explosive energy (A>B>C>D).

Class II: Areas where combustible dusts are present and are divided into groups E, F and G.

Class III: Areas where ignitable fibers or flyings are present .

Division 1: Areas where ignitable concentrations of flammable or combustible materials are

likely to exist all of the time or some of the time under normal operating conditions. 

Division 2: Areas where ignitable concentrations of flammable or combustible materials are 

not likely to exist under normal operating conditions. 

Markings:

NEC: UL, CSA, FM

Class I, Division 2, Groups A, B, C and D  

Class II, Division 2, Groups F and G 

Class III, Division 2

Type 4X T6 or Type 12 T6

IEC: IEC 60079

Ex db ib IIB+H2 T6 Gb

Ex ib tbIIIC T80  Db

ATEX: EN 60079

II 2 GD 

Ex db ib IIB+H2 T6 Gb

Ex ib tbIIIC T80  Db

Group I: Electrical equipment for mining. 

Group II: Electrical equipment for surface industries.

Ex Regulations
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Area Group Representative Materials Area

Zone 0, 1 & 2

IIC

Flammable gases, vapors or liquids

Acetylene, hydrogen

IIB
Ethylene, coal gas, 

butadiene, propylene, 

diethyl ether, ethylene 

oxide, propylene oxide

IIA

Propane, acetaldehyde, 

acetone, ammonia, 

benzene, carbon 

monoxide, styrene, 

toluene, vinyl chloride

Zone 20, 21 & 22

IIIC

Combustible dusts

Conductive dusts, such 

as magnesium

IIIB
Non-conductive dusts, 

such as flour, grain

IIIA Ignitable fibers or flyings Cotton lint, rayon

Please refer to each standard for further information.

CNS / GB / IEC / ATEX Zone System Groups:

Area Group Representative Materials Area

Class I, Division 1 & 2

A

Flammable gases, vapors or liquids

Acetylene

B
Hydrogen, gas, 

butadiene, acrolein

C

Ethylene,diethyl ether, 

carbon monoxide, 

acetaldehyde

D
Propane, xylene,vinyl 

chloride, toluene, styrene

Class II, Division 1 & 2

E

Combustibledusts

Metal dusts, such as 

aluminum and 

magnesium

F
Carbon black, coal dust, 

coke dust

G Flour, rain, sugar, spices

Class III, Division 1 & 2 None Ignitable fibers or flyings Cotton lint, rayon

NEC Class & Division System Groups:

Ex Regulations
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Characteristics

K35AG0

MODEL

K35AG0Industrial Indoor Wall Mount Handset Station

K31AG0

ÂGalvanized steel enclosure, powder coated, corrosion- resistant, impact-resistantand IP54 rated

ÂStainless steel anti-loose screws

Â20 watt amplifier

ÂSingle or five party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

ÂK35AG0 - Indoor Five Party Wall Mount Handset Station

ÂK31AG0 - Indoor Single Party Wall Mount Handset Station
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K31AG0 Unit: mm

Bottom View Right ViewFront View
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MODEL

K35AG0
Specifications

Model K35AG0 K31AG0

Party Line Five Party Single Party

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and side tone adjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W

Gain Control 0.25 Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 6 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment
IP Degree IP54

Ambient Temperature -20 ʲ+50

Packing
Dimensions 410(L) x 270(W) x 270(H) mm

Weight 7.8 kg
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ÂStainless Steel enclosure, corrosion-resistant, impact-resistant, IP66 rated

ÂStainless steel anti-loose screws

Â20 watt amplifier

ÂSingle or five party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

ÂK35A40 - Outdoor Five Party Wall Mount Handset Station

ÂK31A40 - Outdoor Single Party Wall Mount Handset Station

Weather-proof Outdoor Wall Mount Handset Station
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9



K
3

5
A

4
0

W
e

a
th

e
r-p

ro
o
f O

u
td

o
o

r W
a

ll M
o

u
n

t H
a

n
d

s
e

t S
ta

tio
n

Model K35A40 K31A40

Party Line Five Party Single Party

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and side tone adjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W 

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 6 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment
IP Degree IP66

Ambient Temperature -20 ʲ+50

Packing
Dimensions 570(L) x 360(W) x 310(H) mm

Weight 14.2kg

MODEL

K35A40
Specifications
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ÂABS enclosure, corrosion-resistant, impact-resistant, IP66 rated

ÂStainless steel anti-loose screws

Â20 watt amplifier

ÂSingle or five party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110VAC or 220VAC

ÂAdjustable speaker volume from the front panel

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

ÂK35A60 - Outdoor Five Party Wall Mount Handset Station

ÂK31A60 - Outdoor Single Party Wall Mount Handset Station

Weather-proof Outdoor Wall Mount Handset Station
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Model K35A60 K31A60

Party Line Five Party Single Party

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and side tone adjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W 

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 6 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment
IP Degree IP66

Ambient Temperature -30ʲ+50

Packing
Dimensions 420(L) x 330(W) x 350(H) mm

Weight 8.6kg

Bottom View

K35A60 Unit : mm

Right ViewFront View

MODEL

K35A60
Specifications
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Right ViewFront ViewBottom View

K31A60 Unit : mm



Characteristics

MODEL
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ÂSteel panel and ABS enclosure, IP54 rated

ÂGalvanized steel amplifier enclosure, powder coated, corrosion-resistant and impact-resistant

ÂSpecial design for control room or office 

Â20 watt amplifier

ÂSingle or five party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂBuilt-in speaker and adjustable volume control

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

ÂK35AD0 - Desktop Five Party Handset Station

ÂK31AD0 - Desktop Single Party Handset Station

Industrial IndoorDesktop Handset Station
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Model K35AD0 K31AD0

Party Line Five Party Single Party

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and side tone adjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W 

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 6 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment
IP Degree IP54

Ambient Temperature -20 ʲ+40

Packing
Dimensions 550(L) x 450(W) x 310(H) mm

Weight 12.2kg

K35AD0 Unit : mm

MODEL

K35AD0
Specifications
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Characteristics

ÂSteel panel and ABS enclosure, IP54 rated

ÂGalvanized steel amplifier enclosure, powder coated, corrosion-resistant and impact-resistant

ÂSpecial design for control room or office, with merge and isolate control function 

Â20 watt amplifier

ÂFive party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂBuilt-in speaker and adjustable volume control

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110VAC or 220VAC

ÂAdjustable speaker volume from the front panel

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

ÂK35ADM - Desktop Five Party Handset Station (W/ Merge/ Isolate 5 Loop Control, 2-wire)

ÂK35ADM-M7 Desktop Five Party Handset Station (W/ Merge/ Isolate 7 Loop Control, 2-wire)

ÂK35ADM-M14 Desktop Five Party Handset Station (W/ Merge/ Isolate 14Loop Control, 2-wire)

MODEL
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Industrial Desktop Handset Station 

(W / Merge / Isolate Control)
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3 METERS CABLE CONNECTOR SUPPLIED BY INTERKING
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Bottom View Front View
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K35ADM                             Unit : mm

MODEL

K35ADM
Specifications
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Model K35ADM / K35ADM -M7 / K35ADM -M14 

Party Line Five Party

Power
Voltage 110/220 VAC, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and sidetoneadjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W 

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 6 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment Ambient Temperature -30ʲ+70

Packing
Dimensions 540(L) x 450(W) x 310(H) mm

Weight 13.8kg



Characteristics

MODEL

K35AF0

K35AF0 K31AF0
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ÂGalvanized steel enclosure, powder coated, corrosion-resistant and impact-resistant 

ÂStainless steel anti-loose screws

ÂSpecial design for control room or office

Â20 watt amplifier

ÂSingle or five party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

ÂK35AF0 - Indoor Flush Mount Five Party Handset Station

ÂK31AF0 - Indoor Flush Mount Single Party Handset Station

Industrial Indoor Flush Mount Handset Station

17
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Bottom View Front View

Unit : mm

DF5001 AMT002+EN1003

Front View Bottom ViewRight View

3 METERS CABLE CONNECTOR SUPPLIED BY INTERKING
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Model K35AF0 K31AF0

Party Line Five Party Single Party

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and side tone adjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W 

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 6 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment Ambient Temperature -30ʲ+70

Packing
Dimensions 410(L) x 320(W) x 330(H) mm

Weight 9.7kg

MODEL

K35AF0
Specifications
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ÂGalvanized steel enclosure, powder coated, corrosion-resistant and impact-resistant 

ÂStainless steel anti-loose screws

ÂSpecial design for control room or office

Â20 watt amplifier

ÂSingle or five party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

ÂK35AS0 - Indoor Side Mount Five Party Handset Station

ÂK31AS0 - Indoor Side Mount Single Party Handset Station

MODEL

K35AS0

K35AS0 K31AS0

Industrial Indoor Side Mount Handset Station
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K35AS0

Bottom View Front View

Unit : mm

DS5002 AMT002+EN1003

Front View Bottom ViewRight View

3 METERS CABLE CONNECTOR SUPPLIED BY INTERKING

1
8
3

160
86 4-

Ï6

7
6

Ï
2
1

210
4-Ï6

3
1
6

3
0
2

136

2
0
0

128

1
3
3

Ï
2
8

2
-
Ï
3
5

80652338

4
3

Model K35AS0 K31AS0

Party Line Five Party Single Party

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and side tone adjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W 

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 6 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment Ambient Temperature -30ʲ+70

Packing
Dimensions 410(L) x 307(W) x 320(H) mm

Weight 9.7kg

MODEL

K35AS0
Specifications
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Characteristics

MODEL

K35AP0

K35AP0

ÂGalvanized steel enclosure, powder coated, corrosion-resistant and impact-resistant 

ÂStainless steel anti-loose screws

ÂPortable design

Â20 watt amplifier

ÂSingle or five party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂBuilt-in speaker and adjustable volume control

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂMute setting of speaker

ÂWith speaker amplifier

ÂMust be used with JB024-P to supply power for five party communication

Industrial Portable Handset Station
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K35AP0 Unit : mm

Front View Right View
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Model K35AP0

Five Party(Must be connected with JB024-P)Party Line

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and side tone adjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 6 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment Ambient Temperature -30ʲ+70

Packing
Dimensions 520(L) x 325(W) x 365(H) mm

Weight 10 kg 
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Characteristics

ÂGalvanized steel enclosure, powder coated, corrosion-resistant and impact-resistant, IP54 rated

ÂStainless steel anti-loose screws

Â20 watt amplifier

ÂPower LED light

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂWith power supply and speaker amplifier

ÂCable entry holes ïÏ50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

Industrial Indoor Wall Mount Amplifier Station
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K3AAG0
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K3AAG0

Bottom View Right ViewFront View

Unit : mm
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Model K3AAG0

Party Line None

Power

Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Environment

IP Degree IP54

Ambient Temperature -30ʲ+50

Packing

Dimensions 410(L) x 270(W) x 270(H) mm

Weight 7.4kg

MODEL

K3AAG0
Specifications
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Characteristics

ÂStainless steel enclosure, corrosion-resistant, impact-resistant, IP66 rated

ÂStainless steel anti-loose screws

Â20 watt amplifier

ÂPower LED light

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂWith power supply and speaker amplifier

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

Weather-proof

Outdoor Wall Mount Amplifier Station
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Model K3AA40

Party Line None

Power

Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Environment

IP Degree IP66

Ambient Temperature -30ʲ+50

Packing

Dimensions 570(L) x 360(W) x 310(H) mm

Weight 14.2 kg

MODEL

K3AA40
Specifications
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Characteristics

ÂABS enclosure, corrosion-resistant, impact-resistant, IP66 rated

ÂStainless steel anti-loose screws

Â20 watt amplifier

ÂPower LED light

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂWith power supply and speaker amplifier

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ), Ï28x1 (suitable for 3/4ǌ) 

Weather-proof

Outdoor Wall Mount Amplifier Station
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K3AA60

Bottom View Right ViewFront View

Unit : mm

K
3

A
A

6
0

W
e

a
th

e
r-p

ro
o
f O

u
td

o
o

r W
a

ll M
o

u
n

t A
m

p
lifie

r S
ta

tio
n

Model K3AA60

Party Line None

Power

Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Environment

IP Degree IP66

Ambient Temperature -30ʲ+50

Packing

Dimensions 420(L) x 330(W) x 350(H) mm

Weight 8 kg

MODEL

K3AA60
Specifications
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Characteristics

MODEL

K25AG0

ÂGalvanized steel enclosure, powder coated, corrosion-resistant, IP54 rated

ÂStainless steel anti-loose screws

Â 20 watt amplifier

ÂSingle or five party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

ÂCNS certified, Ex ec nC IIC T6 Gc / Ex tc IIIB T85  Dc

ÂCQST certified, Ex ec ib IIC T6 Gc / Ex tc ib IIIB T80  Dc

ÂUL certified, Class I, Division 2, Groups A, B, C and D; Class II, Division 2, Groups F and G; 

Class III, Division 2 Type 12

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

ÂK25AG0 - Indoor Five Party Wall Mount Handset Station

ÂK21AG0 - Indoor Single Party Wall Mount Handset Station

Explosion-proof 

Indoor Wall Mount Handset Station

K25AG0 K21AG0
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Model K25AG0 K21AG0

Party Line Five Party Single Party

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and side tone adjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 6 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment

IP Degree IP54

Certification

CNS: Ex ec nC IIC T6 Gc  / Ex tc IIIB T85  Dc

CQST: Ex ec ib IIC T6 Gc / Ex tc ib IIIB T80  Dc

UL: Class I, Division 2, Groups A, B, C and D; Class II, Division 2, Groups 

F and G; Class III, Division 2Type 12

Ambient Temperature -20ʲ+50

Packing
Dimensions 410(L) x 270(W) x 270(H) mm

Weight 7.8kg

MODEL

K25AG0
Specifications
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Characteristics

ÂStainless steel enclosure, corrosion-resistant, impact-resistant, IP66 rated

ÂStainless steel anti-loose screws

Â 20 watt amplifier

ÂSingle or five party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

ÂCNS certified, Ex nC IIC T6 Gc / Ex tc IIIB T85Dc

ÂUL certified, Class I, Division 2, Groups A, B, C and D; Class II, Division 2, Groups F and G;  

Class III, Division 2 Type 4X

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ), Ï28x1 (suitable for 3/4ǌ) 

ÂK25A40 - Outdoor Five Party Wall Mount Handset Station

ÂK21A40 - Outdoor Single Party Wall Mount Handset Station

Explosion-proof

Outdoor Wall Mount Handset Station

MODEL

K25A40

K25A40 K21A40
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Model K25A40 K21A40

Party Line Five Party Single Party

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and side tone adjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 6 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment

IP Degree IP66

Certification

CNS: Ex nC IIC T6 Gc / Ex tc IIIB T85Dc

UL: Class I, Division 2, Groups A, B, C and D; Class II, Division 2, Groups 

F and G;  Class III, Division 2Type 4X

Ambient Temperature -20ʲ+50

Packing
Dimensions 570(L) x 360(W) x 310(H) mm

Weight 14.2kg

MODEL

K25A40
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Characteristics

ÂABS enclosure, corrosion-resistant, impact-resistant, IP66 rated

ÂStainless steel anti-loose screws

Â20 watt amplifier

ÂSingle or five party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

ÂCNS certified, Ex nC IIC T6 Gc / Ex tc IIIB T85  Dc

ÂCQST certified, Ex ecic IIC T6 Gc / Ex tc ib IIIC T80  Dc

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

ÂK25A60 - Outdoor Five Party Wall Mount Handset Station

ÂK21A60 - Outdoor Single Party Wall Mount Handset Station

Explosion-proof

Outdoor Wall Mount Handset Station
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Model K25A60 K21A60

Party Line Five Party Single Party

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and side tone adjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 6 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment

IP Degree IP66

Certification
CNS: Ex nC IIC T6 Gc / Ex tc IIIB T85  Dc

CQST: Ex ec ic IIC T6 Gc / Ex tc ib IIIC T80  Dc

Ambient Temperature -20ʲ+50

Packing
Dimensions 420(L) x 330(W) x 350(H) mm

Weight 8.6kg

K25A60 Unit : mm K21A60 Unit : mm

Bottom View Right ViewFront View Bottom View Right ViewFront View

MODEL

K25A60
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Characteristics

MODEL

K25AD0

ÂSteel panel and ABS enclosure, IP54 rated

ÂGalvanized steel amplifier enclosure, powder coated, corrosion-resistant, impact-resistant 

ÂSpecial design for control room or office

Â20 watt amplifier

ÂSingle or five party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂBuilt-in speaker and adjustable volume control

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

ÂCNS certified, Ex ecnC IIC T6 Gc

ÂUL certified, Class I, Division 2, Groups A, B, C and D

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

ÂK25AD0 - Indoor Desktop Five Party Handset Station

ÂK21AD0 - Indoor Desktop Single Party Handset Station

Explosion-proof

Indoor Desktop Handset Station
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Model K25AD0 K21AD0

Party Line Five Party Single Party

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and side tone adjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 6 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment
Certification

CNS: Ex ecnC IIC T6 Gc 

UL: Class I, Division 2, Groups A, B, C and D

Ambient Temperature -20ʲ+40

Packing
Dimensions 540(L) x 450(W) x 310(H) mm

Weight 12.2 kg
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Characteristics

MODEL

K2AAG0

K2AAG0

ÂGalvanized steel enclosure, powder coated, corrosion- resistant,IP54 rated

ÂStainless steel anti-loose screws

Â 20 watt amplifier

ÂPower LED light

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂWith power supply and speaker amplifier

ÂCNS certified, Ex ec nC IIC T6 Gc  / Ex tc IIIB T85  Dc

ÂCQST certified, Ex ec ib IIC T6 Gc / Ex tc ib IIIB T80  Dc

ÂUL certified, Class I, Division 2, Groups A, B, C and D; Class II, Division 2, Groups F and G; 

Class III, Division 2 Type 12

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

Explosion-proof

Indoor Wall Mount Amplifier Station
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Model K2AAG0

Party Line None

Power

Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Environment

IP Degree IP54

Certification

CNS: Ex ec nC IIC T6 Gc  / Ex tc IIIB T85  Dc

CQST: Ex ec ib IIC T6 Gc / Ex tc ib IIIB T80  Dc

UL: Class I, Division 2, Groups A, B, C and D; Class II, Division 2, Groups 

F and G; Class III, Division 2 Type 12

Ambient Temperature -20ʲ+50

Packing

Dimensions 410(L) x 270(W) x 270(H) mm

Weight 7.4kg
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Characteristics

MODEL

K2AA40

ÂStainless steel enclosure, corrosion-resistant, impact-resistant, IP66 rated

ÂStainless steel anti-loose screws

Â20 watt amplifier

ÂPower LED light

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂWith power supply and speaker amplifier

ÂCNS certified, Ex nC IIC T6 Gc / Ex tc IIIB T85  Dc 

ÂUL certified, Class I, Division 2, Groups A, B, C and D; Class II, Division 2, Groups F and G;  

Class III, Division 2 Type 4X

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ), Ï28x1 (suitable for 3/4ǌ) 

Explosion-proof

Outdoor Wall Mount Amplifier Station
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Model K2AA40

Party Line None

Power

Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25 Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Environment

IP Degree IP66

Certification

CNS: Ex nC IIC T6 Gc / Ex tc IIIB T85  Dc

UL: Class I, Division 2, Groups A, B, C and D; Class II, Division 2, Groups 

F and G;  Class III, Division 2 Type 4X

Ambient Temperature -20ʲ+50

Packing

Dimensions 570(L) x 360(W) x 310(H) mm

Weight 13.8kg
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Characteristics

MODEL

K2AA60

ÂABS enclosure, corrosion-resistant, impact-resistant, IP66 rated

ÂStainless steel anti-loose screws

Â20 watt amplifier

ÂPower LED light

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂWith power supply and speaker amplifier

ÂCNS certified, Ex nC IIC T6 Gc / Ex tc IIIB T85  Dc

ÂCQST certified, Ex ec ic IIC T6 Gc / Ex tc ib IIIC T80  Dc

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

Explosion-proof

Outdoor Wall Mount Amplifier Station
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K2AA60

Bottom View Right ViewFront View

Unit : mm
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Model K2AA60

Party Line None

Power

Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25 Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Environment

IP Degree IP66

Certification
CNS: Ex nC IIC T6 Gc / Ex tc IIIB T85  Dc

CQST: Ex ec ic IIC T6 Gc / Ex tc ib IIIC T80  Dc

Ambient Temperature -20ʲ+50

Packing
Dimensions 420(L) x 330(W) x 350(H) mm

Weight 8 kg
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Characteristics

ÂAluminum alloy enclosure, powder coated, corrosion-resistant, impact-resistant, IP65 rated 

Â20 watt amplifier

ÂSingle or five party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the internal front panel

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

ÂCNS certified, Ex d ib IIB+H2 T6 Gb / Ex ib tb III C T85Db

ÂCQST certified, Ex db ib IIB+H2 T6 Gb / Ex tb ib IIIC T80  Db

ÂCable entry - 1ǌ NPT x 2, 3/4ǌ NPT x 1

ÂK15AG0 - Indoor Five Party Wall Mount Handset Station

ÂK11AG0 - Indoor Single Party Wall Mount Handset Station

Explosion-proof

Indoor Wall Mount Handset Station
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Model K15AG0 K11AG0

Party Line Five Party Single Party

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and sidetoneadjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25 Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via the internal front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 4 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment

IP Degree IP65

Certification
CNS:Ex d ib IIB+H2 T6 Gb / Ex ib tb III CT85Db

CQST:Ex db ib IIB+H2 T6 Gb / Ex tb ib IIIC T80  Db

Ambient Temperature -20ʲ+50

Packing
Dimensions 420(L) x 330(W) x 320(H) mm

Weight 18.6kg
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Characteristics

MODEL

K15A40

ÂAluminum alloy enclosure, impact-resistant, corrosion-resistant, IP66 rated

Â20 watt amplifier

ÂSingle or five party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the internal front panel

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

ÂCNS certified, Ex d ib IIB+H2 T6 Gb / Ex ib tb III C T85Db

ÂCable entry - 1ǌ NPT x 2, 3/4ǌ NPT x 1

ÂK15A40 - Outdoor Five Party Wall Mount Handset Station

ÂK11A40 - Outdoor Single Party Wall Mount Handset Station

Explosion-proof

Outdoor Wall Mount Handset Station
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Model K15A40 K11A40

Party Line Five Party Single Party

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and side tone adjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25 Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via the internal front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 4 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment

IP Degree IP66

Certification CNS: Ex d ib IIB+H2 T6 Gb / Ex ib tb III CT85Db

Ambient Temperature -20ʲ+40

Packing
Dimensions 420(L) x 330(W) x 350(H) mm

Weight 22.6 kg
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Characteristics

MODEL

K1AAG0

ÂAluminum alloy enclosure, powder coated, corrosion-resistant,  impact-resistant, IP65 rated

Â20 watt amplifier

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the internal front panel

ÂWith power supply and speaker amplifier

ÂCNS certified, Ex d ib IIB+H2 T6 Gb / Ex ib tb III C T85Db

ÂCQST certified, Ex db ib IIB+H2 T6 Gb / Ex tb ib IIIC T80  Db

ÂCable entry - 1ǌ NPT x 2, 3/4ǌ NPT x 1

K
1

A
A

G
0

E
x
p

lo
s
io

n-p
ro

o
f In

d
o

o
r W

a
ll M

o
u

n
t A

m
p

lifie
r S

ta
tio

n

K1AAG0

47

Explosion-proof 
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Model K1AAG0

Party Line None

Power

Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via the internal front panel

Environment

IP Degree IP65

Certification
CNS: Ex d ib IIB+H2 T6 Gb / Ex ib tb III CT85Db

CQST: Ex db ib IIB+H2T6 Gb / Ex tb ib IIIC T80  Db

Ambient Temperature -20ʲ+50

Packing
Dimensions 420(L) x 330(W) x 320(H) mm

Weight 15.5kg

8

K
1

A
A

G
0

E
x
p

lo
s
io

n-p
ro

o
f In

d
o

o
r W

a
ll M

o
u

n
t A

m
p

lifie
r S

ta
tio

n

MODEL

K1AAG0
Specifications

48

4
1
9

189

2624
-
Ï
1
0

80 65

5
9

4437

3
6
32-1" NPT 3/4"

 NPT

170

3
7
2

K1AAG0 Unit: mm

Right ViewFront ViewBottom View



Characteristics

MODEL

K1AA40

ÂAluminum alloy enclosure, powder coated, corrosion- resistant, impact-resistant, IP66 rated

Â20 watt amplifier

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the internal front panel

ÂWith power supply and speaker amplifier

ÂCNS certified, Ex d ib IIB+H2 T6 Gb / Ex ib tb III C T85Db

ÂCable entry - 1ǌ NPT x 2, 3/4ǌ NPT x 1

Explosion-proof

Outdoor Wall Mount Amplifier Station
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Model K1AA40

Party Line None

Power

Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via the internal front panel

Environment

IP Degree IP66

Certification CNS: Ex d ib IIB+H2 T6 Gb / Ex ib tb III CT85Db

Ambient Temperature -20ʲ+40

Packing

Dimensions 420(L) x 330(W) x 350(H) mm

Weight 19.6 kg
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Characteristics

MODEL

K35DG0

K35DG0 K31DG0

Intelligent
Industrial Indoor Wall Mount Handset Station

ÂGalvanized steel enclosure, powder coated, corrosion- resistant, IP54 rated

ÂStainless steel anti-loose screws

Â20 watt amplifier

ÂSingle or five party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

¸Address setting, automatically adjusting speaker volume by measuring ambient noise

¸Two DI & DO for control

¸Pre-broadcast tone and self-detection sound of speaker

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

ÂK35DG0 - Indoor Five Party Wall Mount Handset Station

ÂK31DG0 - Indoor Single Party Wall Mount Handset Station
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K31DG0

Top View Right ViewFront View

Unit : mm
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Model K35DG0 K31DG0

Party Line Five Party Single Party

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and side tone adjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 6 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment Ambient Temperature -30ʲ+70

Packing
Dimensions 410(L) x 270(W) x 270(H) mm

Weight 7.9 kg
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Characteristics

MODEL

K35D40

K35D40

Intelligent Weather-proof
Outdoor Wall Mount Handset Station

ÂStainless steel enclosure, corrosion-resistant, impact-resistant, IP66 rated

ÂStainless steel anti-loose screws

Â20 watt amplifier

ÂSingle or five party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

¸Address setting, automatically adjusting speaker volume by measuring ambient noise

¸Two DI & DO for control

¸Pre-broadcast tone and self-detection sound of speaker

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

ÂK35D40 - Outdoor Five Party Wall Mount Handset Station

ÂK31D40 - Outdoor Single Party Wall Mount Handset Station
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Model K35D40 K31D40

Party Line Five Party Single Party

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and side tone adjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 6 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment
IP Degree IP66

Ambient Temperature -30ʲ+70

Packing
Dimensions 570(L) x 360(W) x 310(H) mm

Weight 14.3kg
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Characteristics

Intelligent Weather-proof
Outdoor Wall Mount Handset Station

ÂABS enclosure, corrosion-resistant, impact-resistant, IP66 rated

ÂStainless steel anti-loose screws

Â20 watt amplifier

ÂSingle or five party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

¸Address setting, automatically adjusting speaker volume by measuring ambient noise

¸Two DI & DO for control

¸Pre-broadcast tone and self-detection sound of speaker

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

ÂK35D60 - Outdoor Five Party Wall Mount Handset Station

ÂK31D60 - Outdoor Single Party Wall Mount Handset Station
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K31D60

Bottom View Right ViewFront View

Unit :mmK35D60

Bottom View Right ViewFront View

Unit :mm
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Model K35D60 K31D60

Party Line Five Party Single Party

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and side tone adjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 6 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment
IP Degree IP66

Ambient Temperature -30ʲ+70

Packing
Dimensions 420(L) x 330(W) x 350(H) mm

Weight 8.7kg
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Characteristics

MODEL

K35DD0Intelligent
Industrial Desktop Handset Station

ÂSteel panel and ABS enclosure, IP54 rated

ÂGalvanized steel amplifier enclosure, powder coated, corrosion-resistant, impact-resistant

ÂSpecial design for control room or office 

Â20 watt amplifier

ÂSingle or five party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂBuilt-in speaker and adjustable volume control

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

¸Address setting, automatically adjusting speaker volume by measuring ambient noise

¸Two DI & DO for control

¸Pre-broadcast tone and self-detection sound of speaker

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

ÂK35DD0 - Desktop Five Party Handset Station

ÂK31DD0 - Desktop Single Party Handset Station
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Model K35DD0 K31DD0

Party Line Five Party Single Party

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and sidetoneadjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 6 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment
IP Degree IP54

Ambient Temperature -30ʲ+70

Packing
Dimensions 540(L) x 450(W) x 310(H) mm

Weight 12.3 kg

In
te

llig
e

n
t In

d
u

s
tria

l D
e

s
k
to

p
 H

a
n

d
s
e

t S
ta

tio
n

MODEL

K35DD0
Specifications

58



Characteristics

ÂSteel panel and ABS enclosure, IP54 rated

ÂGalvanized steel amplifier enclosure, powder coated, corrosion-resistant, impact-resistant

ÂSpecial design for control room or office, with merge and isolate control function 

Â20 watt amplifier

ÂFive party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂBuilt-in speaker and adjustable volume control

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

¸Address setting, automatically adjusting speaker volume by measuring ambient noise

¸Two DI & DO for control

¸Pre-broadcast tone and self-detection sound of speaker

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ), Ï28x1 (suitable for 3/4ǌ) 

ÂK35DDM - Desktop Five Party Handset Station (W/ Merge/Isolate 5Loop Control, 2-wire)

ÂK35DDM-M7 - Desktop Five Party Handset Station (W/ Merge/Isolate 7 Loop Control, 2-wire)

ÂK35DDM-M14- Desktop Five Party Handset Station (W/ Merge/Isolate 14 Loop Control, 2-wire)

Intelligent
Industrial Desktop Handset Station

(W/ Merge/Isolate Control)
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Model K35DDM / K35DDM -M7 / K35DDM-M14 

Party Line Five Party

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and side tone adjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 6 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment
IP Degree IP54

Ambient Temperature -30ʲ+70

Packing
Dimensions 540(L) x 450(W) x 310(H) mm

Weight 13.9kg
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Characteristics

MODEL

K35DF0

K35DF0 K31DF0

Intelligent
Industrial Indoor Flush Mount Handset Station

ÂGalvanized steel enclosure, powder coated, corrosion-resistant, impact-resistant 

ÂStainless steel anti-loose screws

ÂSpecial design for control room or office

Â20 watt amplifier

ÂSingle or five party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

¸Address setting, automatically adjusting speaker volume by measuring ambient noise

¸Two DI & DO for control

¸Pre-broadcast tone and self-detection sound of speaker

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

ÂK35DF0 - Indoor Flush Mount Five Party Handset Station

ÂK31DF0 - Indoor Flush Mount Single Party Handset Station
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K35DF0

Bottom View Front View

Unit : mm

DF5001 AMTD02+EN1003

Front View Bottom ViewRight View

3 METER CABLE CONNECTOR SUPPLIED INTERKING
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Model K35DF0 K31DF0

Party Line Five Party Single Party

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and side tone adjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 6 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment Ambient Temperature -30ʲ+70

Packing
Dimensions 410(L) x 320(W) x 330(H) mm

Weight 9.8kg
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Characteristics

Intelligent
Industrial Indoor Side Mount Handset Station

ÂGalvanized steel enclosure, powder coated, corrosion-resistant, impact-resistant 

ÂStainless steel anti-loose screws

ÂSpecial design for control room or office

Â20 watt amplifier

ÂSingle or five party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

¸Address setting, automatically adjusting speaker volume by measuring ambient noise

¸Two DI & DO for control

¸Pre-broadcast tone and self-detection sound of speaker

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

ÂK35DS0 - Indoor Side Mount Five Party Handset Station

ÂK31DS0 - Indoor Side Mount Single Party Handset Station
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K35DS0

Bottom View Front View

Unit : mm

DS5002 AMTD02+EN1003

Front View Right View

3 METER CABLE CONNECTOR SUPPLIED INTERKING

Bottom View
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Model K35DS0 K31DS0

Party Line Five Party Single Party

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and side tone adjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 6 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment Ambient Temperature -30ʲ+70

Packing
Dimensions 410(L) x 307(W) x 320(H) mm

Weight 9.8kg
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Characteristics

MODEL

K35DP0Intelligent
Industrial Portable Handset Station

ÂGalvanized steel enclosure, powder coated, corrosion-resistant, impact-resistant 

ÂStainless steel anti-loose screws

ÂPortable design

Â20 watt amplifier

ÂDual color LED light for power-on and off-hook

ÂBuilt-in speaker and adjustable volume control

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

¸Pre-broadcast tone and self-detection sound of speaker

ÂMust be used withJB024-P  to supply power for five party communication.
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K35DP0 Unit : mm

Front View Right View
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Model K35DP0

Party Line Five Party( Must be connected with JB024-P)

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and side tone adjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 6 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment Ambient Temperature -30ʲ+70

Packing
Dimensions 520(L) x 325(W) x 365(H) mm

Weight 10.1 kg 
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Characteristics

ÂGalvanized steel enclosure, powder coated, corrosion-resistant, IP54 rated

ÂStainless steel anti-loose screws

Â20 watt amplifier

ÂPower LED light

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂWith power supply and speaker amplifier

¸Address setting, automatically adjusting speaker volume by measuring ambient noise

¸Two DI & DO for control

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

Intelligent
Industrial Indoor Wall Mount Amplifier Station
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K3ADG0

Bottom View Right ViewFront View

Unit : mm

Model K3ADG0

Party Line None

Power

Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Environment Ambient Temperature -30ʲ+50

Packing

Dimensions 410(L) x 270(W) x 720(H) mm

Weight 7.5kg
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Characteristics

ÂStainless steel enclosure, corrosion-resistant, impact-resistant, IP66 rated

ÂStainless steel anti-loose screws

Â20 watt amplifier

ÂPower LED light

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂWith power supply and speaker amplifier

¸Address setting, automatically adjusting speaker volume by measuring ambient noise

¸Two DI & DO for control

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

Intelligent Weather-proof
Outdoor Wall Mount Amplifier Station

K
3

A
D

4
0

In
te

llig
e
n

tW
e
a
th

e
r-p

ro
o

f O
u

td
o

o
r W

a
ll M

o
u

n
t A

m
p

lifie
r S

ta
tio

n
MODEL

K3AD40

K3AD40

69



K
3

A
D

4
0

Model K3AD40

Party Line None

Power

Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Environment

IP Degree IP66

Ambient Temperature -20 ʲ+50

Packing

Dimensions 570(L) x 360(W) x 310(H) mm

Weight 13.9 kg
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Characteristics

MODEL

K3AD60

ÂABS enclosure, corrosion-resistant, impact-resistant, IP66 rated

ÂStainless steel anti-loose screws

Â20 watt amplifier

ÂPower LED light

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂWith power supply and speaker amplifier

¸Address setting, automatically adjusting speaker volume by measuring ambient noise

¸Two DI & DO for control

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

Intelligent Weather-proof
Outdoor Wall Mount Amplifier Station
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K3AD60

Bottom View Right ViewFront View

Unit : mm
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Model K3AD60

Party Line None

Power

Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Environment

IP Degree IP66

Ambient Temperature -20 ʲ+50

Packing

Dimensions 420(L) x 330(W) x 350(H) mm

Weight 8.1 kg
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Characteristics

ÂGalvanized steel enclosure, powder coated, corrosion-resistant, IP54 rated

ÂStainless steel anti-loose screws

Â 20 watt amplifier

ÂSingle or five party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

¸ Address setting, automatically adjusting speaker volume by measuring ambient noise

¸ Two DI & DO for control

¸ Pre-broadcast tone and self-detection sound of speaker

ÂCNS certified, Ex ec nC IIC T6 Gc  / Ex tc IIIB T85  Dc

ÂCQST certified, Ex ec ib IIC T6 Gc / Ex tc ib IIIB T80  Dc

ÂUL certified, Class I, Division 2, Groups A, B, C and D; Class II, Division 2, Groups F and G; Class 

III, Division 2 Type 12

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

ÂK25DG0 - Indoor Five Party Wall Mount Handset Station

ÂK21DG0 - Indoor Single Party Wall Mount Handset Station

Intelligent Explosion-proof

Indoor Wall Mount Handset Station

K
2

5
D

G
0

In
te

llig
e
n

tE
x
p

lo
s
io

n-p
ro

o
f In

d
o

o
r W

a
ll M

o
u

n
t H

a
n

d
s
e
t S

ta
tio

n
MODEL

K25DG0

K25DG0 K21DG0

73



K
2

5
D

G
0

Model K25DG0 K21DG0

Party Line Five Party Single Party

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and sidetoneadjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 6 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment

IP Degree IP54

Certification

CNS: Ex ec nC IIC T6 Gc / Ex tc IIIB T85  Dc

CQST: Ex ec ib IIC T6 Gc / Ex tc ib IIIB T80  Dc

UL: Class I, Division 2, Groups A, B, C and D; Class II, Division 2, Groups 

F and G; Class III, Division 2 Type 12

Ambient Temperature -20ʲ+50

Packing
Dimensions 410(L) x 270(W) x 270(H) mm

Weight 7.9 kg
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Characteristics

MODEL

K25D40

ÂStainless steel enclosure, corrosion-resistant, impact-resistant, IP66 rated

ÂStainless steel anti-loose screws

Â20 watt amplifier

ÂSingle or five party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

¸Address setting, automatically adjusting speaker volume by measuring ambient noise

¸Two DI & DO for control

¸Pre-broadcast tone and self-detection sound of speaker

ÂCNS certified, Ex nC IIC T6 Gc / Ex tc IIIB T85  Dc

ÂUL certified, Class I, Division 2, Groups A, B, C and D; Class II, Division 2, Groups F and G;  Class 

III, Division 2 Type 4X

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

ÂK25D40 - Outdoor Five Party Wall Mount Handset Station

ÂK21D40 - Outdoor Single Party Wall Mount Handset Station

IntelligentExplosion-proof

Outdoor Wall Mount Handset Station

K
2

5
D

4
0

In
te

llig
e
n

tE
x
p

lo
s
io

n-p
ro

o
f O

u
td

o
o

r W
a
ll M

o
u

n
t H

a
n

d
s
e
t S

ta
tio

n

K25D40 K21D40

75



K
2

5
D

4
0

Model K25D40 K21D40

Party Line Five Party Single Party

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and side tone adjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 6 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment

IP Degree IP66

Certification

CNS: Ex nC IIC T6 Gc / Ex tc IIIB T85  Dc

UL: Class I, Division 2, Groups A, B, C and D; Class II, Division 2, 

Groups F and G;  Class III, Division 2 Type 4X

Ambient Temperature -20ʲ+50

Packing
Dimensions 570(L) x 360(W) x 310(H) mm

Weight 14.3kg
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Characteristics

ÂABS enclosure, corrosion-resistant, impact-resistant, IP66 rated

ÂStainless steel anti-loose screws

Â20 watt amplifier

ÂSingle or five party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

¸Address setting, automatically adjusting speaker volume by measuring ambient noise

¸Two DI & DO for control

¸Pre-broadcast tone and self-detection sound of speaker

ÂCNS certified, Ex nC IIC T6 Gc / Ex tc IIIB T85  Dc

ÂCQST certified, Ex ec ic IIC T6 Gc / Ex tc ib IIIC T80  Dc

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

ÂK25D60 - Outdoor Five Party Wall Mount Handset Station

ÂK21D60 - Outdoor Single Party Wall Mount Handset Station

IntelligentExplosion-proof

Outdoor Wall Mount Handset Station
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Model K25D60 K21D60

Party Line Five Party Single Party

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limiter 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and sidetoneadjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25 Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 6 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment

IP Degree IP66

Certification
CNS: Ex nC IIC T6 Gc / Ex tc IIIB T85  Dc

CQST: Ex ec ic IIC T6 Gc / Ex tc ib IIIC T80  Dc

Ambient Temperature -20ʲ+50

Packing
Dimensions 420(L) x 330(W) x 350(H) mm

Weight 8.7 kg
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Characteristics

ÂSteel panel and ABS enclosure, IP54 rated

ÂGalvanized steel amplifier enclosure, powder coated, corrosion-resistant, impact-resistant

ÂSpecial design for control room or office 

Â20 watt amplifier

ÂSingle or five party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂBuilt-in speaker and adjustable volume control

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front pane

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

¸Address setting, automatically adjusting speaker volume by measuring ambient noise

¸Two DI & DO for control

¸Pre-broadcast tone and self-detection sound of speaker

ÂCNS certified, Ex ecnC IIC T6 Gc

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

ÂK25DD0 - Desktop Five Party Handset Station

ÂK21DD0 - Desktop Single Party Handset Station

IntelligentExplosion-proof

Desktop Handset Station
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Model K25DD0 K21DD0

Party Line Five Party Single Party

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and side tone adjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 6 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment
Certification CNS: Ex ec nC IIC T6 Gc

Ambient Temperature -20ʲ+40

Packing
Dimensions 540(L) x 450(W) x 310(H) mm

Weight 12.3kg
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Characteristics

MODEL

K2ADG0

K2ADG0

ÂGalvanized steel enclosure, powder coated, corrosion-resistant, impact-resistant, IP54 rated

ÂStainless steel anti-loose screws

Â20 watt amplifier

ÂPower LED light

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂWith power supply and speaker amplifier

¸Address setting, automatically adjusting speaker volume by measuring ambient noise

¸Two DI & DO for control

ÂCNS certified, Ex ec nC IIC T6 Gc  / Ex tc IIIB T85  Dc

ÂCQST certified, Ex ec ib IIC T6 Gc / Ex tc ib IIIB T80  Dc

ÂUL certified, Class I, Division 2, Groups A, B, C and D; Class II, Division 2, Groups F and G; Class 

III, Division 2 Type 12

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

IntelligentExplosion-proof

Indoor Wall Mount Amplifier Station
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Model K2ADG0

Party Line None

Power

Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Environment

IP Degree IP54

Certification

CNS: Ex ec nC IIC T6 Gc / Ex tc IIIB T85  Dc

CQST: Ex ec ib IIC T6 Gc / Ex tc ib IIIB T80  Dc

UL: Class I, Division 2, Groups A, B, C and D; Class II, Division 2, Groups 

F and G; Class III, Division 2 Type 12

Ambient Temperature -20ʲ+50

Packing
Dimensions 410(L) x 270(W) x 270(H) mm

Weight 7.5kg
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Characteristics

ÂStainless steel enclosure, corrosion-resistant, impact-resistant, IP66 rated

ÂStainless steel anti-loose screws

Â20 watt amplifier

ÂPower LED light

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂWith power supply and speaker amplifier

¸Address setting, automatically adjusting speaker volume by measuring ambient noise

¸Two DI & DO for control

ÂCNS certified, Ex nC IIC T6 Gc / Ex tc IIIB T85Dc

ÂUL certified, Class I, Division 2, Groups A, B, C and D; Class II, Division 2, Groups F and G;  

Class III, Division 2 Type 4X

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

IntelligentExplosion-proof

Outdoor Wall Mount Amplifier Station
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Model K2AD40

Party Line None

Power

Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Environment

IP Degree IP66

Certification

CNS: Ex nC IIC T6 Gc / Ex tc IIIB T85Dc

UL: Class I, Division 2, Groups A, B, C and D; Class II, Division 2, Groups 

F and G;  Class III, Division 2 Type 4X

Ambient Temperature -20ʲ+50

Packing

Dimensions 570(L) x 360(W) x 310(H) mm

Weight 13.9kg
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Characteristics

MODEL

K2AD60

ÂABS enclosure, corrosion-resistant, impact-resistant, IP66 rated

ÂStainless steel anti-loose screws

Â20 watt amplifier

ÂPower LED light

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the front panel

ÂWith power supply and speaker amplifier

¸Address setting, automatically adjusting speaker volume by measuring ambient noise

¸Two DI & DO for control

ÂCNS certified, Ex nC IIC T6 Gc / Ex tc IIIB T85  Dc

ÂCQST certified, Ex ec ic IIC T6 Gc / Ex tc ib IIIC T80  Dc

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ),Ï28x1 (suitable for 3/4ǌ) 

IntelligentExplosion-proof

Outdoor Wall Mount Amplifier Station
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K2AD60

Bottom View Right ViewFront View

Unit : mm
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Model K2AD60

Party Line None

Power

Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via front panel

Environment

IP Degree IP66

Certification
CNS: Ex nC IIC T6 Gc / Ex tc IIIB T85  Db

CQST: Ex ec ic IIC T6 Gc / Ex tc ib IIIC T80  Dc

Ambient Temperature -20ʲ+50

Packing

Dimensions 420(L) x 330(W) x 350(H) mm

Weight 8.1kg
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Characteristics

ÂAluminum alloy enclosure, powder coated, corrosion- resistant, impact-resistant, IP65 rated

Â20 watt amplifier

ÂSingle or five party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the internal front panel

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

¸Address setting, automatically adjusting speaker volume by measuring ambient noise

¸Two DI & DO for control

¸Pre-broadcast tone and self-detection sound of speaker

ÂCNS certified,Ex d ib IIB+H2 T6 Gb / Ex ib tb IIIC T85Db

ÂCQST certified, Ex db ib IIB+H2 T6 Gb / Ex tb ib IIIC T80  Db

ÂCable entry - 1ǌ NPT x 2, 3/4ǌ NPT x 1

ÂK15DG0 - Indoor Five Party Wall Mount Handset Station

ÂK11DG0 - Indoor Single Party Wall Mount Handset Station

IntelligentExplosion-proof

Indoor Wall Mount Handset Station
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Model K15DG0 K11DG0

Party Line Five Party Single Party

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and side tone adjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via internal front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 4 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment

IP Degree IP65

Certification
CNS: Ex d ib IIB+H2 T6 Gb / Ex ib tb III CT85Db

CQST: Ex db ib IIB+H2T6 Gb / Ex tb ib IIIC T80  Db

Ambient Temperature -20ʲ+50

Packing
Dimensions 420(L) x 330(W) x 320(H) mm

Weight 18.7kg
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Characteristics

MODEL

K15D40

ÂAluminum alloy enclosure, powder coated, corrosion-resistant, impact-resistant, IP65 rated

Â20 watt amplifier

ÂSingle or five party lines for intercommunication

ÂDual color LED light for power-on and off-hook

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂHook with magnetic reed switch

ÂDynamic microphone for noise cancelling and feedback preventing

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the internal front panel

ÂMute setting of speaker

ÂWith power supply and speaker amplifier

¸Address setting, automatically adjusting speaker volume by measuring ambient noise

¸Two DI & DO for control

¸Pre-broadcast tone and self-detection sound of speaker

ÂCNS certified, Ex d ib IIB+H2 T6 Gb / Ex ib tb III C T85Db

ÂCable entry - 1ǌ NPT x 2, 3/4ǌ NPT x 1

ÂK15D40 - Outdoor Five Party Wall Mount Handset Station

ÂK11D40 - Outdoor Single Party Wall Mount Handset Station

IntelligentExplosion-proof

Outdoor Wall Mount Handset Station
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Model K15D40 K11D40

Party Line Five Party Single Party

Power
Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Handset

Amplifier

Output Level 1.5 Vrms nominal into 33ɋload

Output Limit 1.5 Vrms nominal

Gain Control 56 dB nominal (below limiter level); adjustable from 40 to 63 dB

Frequency Response 250 ̡ 4,000 Hz. +/-3 dB

Distortion 1.5% Max. THD @ 1,000 Hz

Control Microphone gain, receiver volume and sidetoneadjustment

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via internal front panel

Handset

Material ABS

Microphone 10ɋ; noise-cancelling, dynamic

Receiver 150ɋ; high-efficiency, dynamic

Cord 4 conductors retractile, 5-foot extended, PVC

Control Page pushbutton

Environment

IP Degree IP65

Certification CNS: Ex d ib IIB+H2 T6 Gb / Ex ib tb III CT85Db

Ambient Temperature -20ʲ+50

Packing
Dimensions 420(L) x 330(W) x 350(H) mm

Weight 22.7kg
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Characteristics

MODEL

K1ADG0

K1ADG0

ÂAluminum alloy enclosure, powder coated, impact-resistant, corrosion-resistant, IP65 rated

Â20 watt amplifier

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the internal front panel

ÂWith power supply and speaker amplifier

¸Address setting, automatically adjusting speaker volume by measuring ambient noise

¸Two DI & DO for control

ÂCNS certified, Ex d ib IIB+H2 T6 Gb / Ex ib tb III C T85Db

ÂCQST certified, Ex db ib IIB+H2 T6 Gb / Ex tb ib IIIC T80  Db

ÂCable entry - 1ǌ NPT x 2, 3/4ǌ NPT x 1

IntelligentExplosion-proof

Indoor Wall Mount Amplifier Station
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Model K1ADG0

Party Line None

Power

Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via internal front panel

Environment

IP Degree IP65

Certification
CNS:Ex d ib IIB+H2 T6 Gb / Ex ib tb III CT85Db

CQST:Ex db ib IIB+H2 T6 Gb / Ex tb ib IIIC T80  Db

Ambient Temperature -20ʲ+50

Packing

Dimensions 420(L) x 330(W) x 320(H) mm

Weight 15.6kg
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Characteristics

MODEL

K1AD40

ÂAluminum alloy enclosure, powder coated, impact-resistant, corrosion-resistant, IP65 rated

Â20 watt amplifier

ÂOverload protection with current limiting and thermal shutdown circuits

ÂModular PCB

ÂFuse protection for power supply and speaker amplifier

ÂSurge protection for power supply

ÂAvailable for 110Vac or 220Vac

ÂAdjustable speaker volume from the internal front panel

ÂWith power supply and speaker amplifier

¸Address setting, automatically adjusting speaker volume by measuring ambient noise

¸Two DI & DO for control

ÂCNS certified, Ex d ib IIB+H2 T6 Gb / Ex ib tb III C T85Db

ÂCable entry: 1ǌ NPT x 2, 3/4ǌ NPT x 1

IntelligentExplosion-proof

Outdoor Wall Mount Amplifier Station
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Model K1AD40

Party Line None

Power

Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Speaker

Amplifier

Output Push-Pull Class B, 12W  

Gain Control 0.25Vrms, at rated output

Frequency Response 250̡ 4,000 Hz, +/-3dB reference to 1K Hz

Distortion 1% Max. THD @ 1,000 Hz, 12W

Input Impedance 50,000ɋ, nominal

Output Impedance 8/16ɋ

Output Adjustment Speaker volume can be adjusted via internal front panel

Environment

IP Degree IP65

Certification CNS:Ex d ib IIB+H2 T6 Gb / Ex ib tb III CT85Db

Ambient Temperature -20ʲ+50

Packing

Dimensions 420(L) x 330(W) x 350(H) mm

Weight 19.7kg
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Characteristics

JB034

ÂSUS304 stainless steel enclosure, powder coated, corrosion-resistant, impact-resistant, IP66 rated

ÂSuitable for harsh industrial environments

Â1 input and 3 output terminal blocks to 70 points

ÂCable entry holes: Ø 50x4 (suitable for 1 1/2ǌ) or Ï35x4 (suitable for 1ǌ)J
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Weather-proofWall MountJunction Box
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Model JB034

Power

(6 Points)
Voltage/Current/Conductor Size 300V / 30A / 22̡ 12AWG

Signal

(64 Points)
Voltage/Current/Conductor Size 300V / 15A / 22̡ 12AWG

Environment Ambient Temperature -20 ʲ+50

Packing

Dimensions 360(L) x 240(W) x 180(H) mm

Weight 3.9 kgW
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Characteristics

JB036

ÂABS enclosure, corrosion-resistant, impact-resistant, IP66 rated

ÂSuitable for harsh industrial environments

Â1 input and 3 output terminal blocks to 70 points

ÂCable entry holes: Ø 50 (suitable for 1 1/2ǌ), Ï42 (suitable for 1 1/4ǌ), Ï35 (suitable for 1ǌ),

Ï28 (suitable for 3/4ǌ), Ï22 (suitable for 1/2ǌ), four holes the most

Weather-proof Wall Mount Junction Box(ABS)

J
B

0
3

6
W

e
a

th
e

r-p
ro

o
f W

a
ll M

o
u

n
t J

u
n

c
tio

n
 B

o
x
 (A

B
S

)
MODEL

JB036

97



1
6
8

371

41 75 41

6
0

130

1
9

11343

2
5
4

344

75 75

4-Ï50

JB036

Bottom View Right ViewFront View

Unit : mm
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Model JB036

Power

(6 Points)
Voltage/Current/Conductor Size 300V / 30A / 22̡ 12AWG

Signal

(64 Points)
Voltage/Current/Conductor Size 300V / 15A / 22̡ 12AWG

Environment

IP Degree IP66

Ambient Temperature -20 ʲ+50

Packing

Dimensions 400(L) x 300(W) x 180(H) mm 

Weight 2.8 kg
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Characteristics

MODEL

JB024-P

JB024-P

ÂGalvanized steel enclosure, powder coated, corrosion-resistant, impact-resistant

ÂStainless steel anti-loose screws

ÂFive party lines for intercommunication

ÂSupply power for K35AP0 or K35DP0

ÂCable entry holes - Ï50x2 (suitable for 1 1/2ǌ) or Ï35x2 (suitable for 1ǌ), Ï28x1 (suitable for 3/4ǌ)

ÂMust be used with K35AP0 or K35DP0 for intercommunication function and portable function.

Industrial Jack Station
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Model JB024-P

Party Line Five Party

Power

Voltage 110/220 Vac, 50/60 Hz

Power Consumption Zero signal: 8.5VA/6.4W, max signal: 40VA/32W

Environment Ambient Temperature -20ʲ+50

Packing

Dimensions 360(L) x 240(W) x 180(H) mm

Weight 4.7 kg
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Characteristics

JB024

Explosion-proof Wall Mount Junction Box
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MODEL

JB024

ÂSUS304stainless steel enclosure, powder coated, corrosion-resistant, impact-resistant, IP66 rated

ÂSuitable for harsh industrial environments

Â 1 input and 3 output terminal blocks to 70 points

ÂSuitable for Zone 2 and Zone 22 hazardous areas

ÂCNS certified, Ex e IIC T6 Gb / Ex tbIIIC T85  Db

ÂCable entry holes - Ï50x4 (suitable for 1 1/2ǌ) or Ï35x4 (suitable for 1ǌ)
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Model JB024

Power

(6 Points)
Voltage/Current/Conductor Size300V / 30A / 22̡ 12AWG

Signal

(64 Points)
Voltage/Current/Conductor Size300V / 15A / 22̡ 12AWG

Environment

IP Degree IP66

Certification CNS: Ex e IIC T6 Gb / Ex tbIIIC T85  Db

Ambient Temperature -20ʲ+50

Packing

Dimensions 360(L) x 240(W) x 180(H) mm

Weight 3.9 kg
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Characteristics

JB026

ÂABS enclosure, corrosion-resistant, impact-resistant, IP66 rated

ÂSuitable for harsh industrial environments

Â1 input and 3 output terminal blocks to 70 points

ÂSuitable for Zone 2 and Zone 22 hazardous areas

ÂCNS certified, Ex e IIC T6 Gb / Ex tbIIIC T85  Db

ÂCable entry holes - Ï50 (suitable for 1 1/2ǌ), Ï42 (suitable for 1 1/4ǌ), Ï35 (suitable for 1ǌ),

Ï28 (suitable for 3/4ǌ), Ï22 (suitable for 1/2ǌ), four holes the most

Explosion-proofWall Mount Junction Box (ABS)
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Model JB026

Power

(6 Points)
Voltage/Current/Conductor Size 300V / 30A / 22̡ 12AWG

Signal

(64 Points)
Voltage/Current/Conductor Size 300V / 15A / 22̡ 12AWG

Environment

IP Degree IP66

Certification CNS: Ex e IIC T6 Gb / Ex tb IIIC T85 Db

Ambient Temperature -20ʲ+50

Packing

Dimensions 400(L) x 300(W) x 180(H) mm

Weight 2.8 kg
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Characteristics

MODEL

JB014

J
B

0
1

4

ÂAluminum alloy enclosure, powder coated, corrosion-resistant, impact-resistant, IP65 rated

Â 1 input and 3 output terminal blocks to 64 points  

ÂSuitable for indoor area 

ÂSuitable for Zone1 and Zone 21 hazardous areas. 

ÂCNS certified, Ex d IIB+H2T6 Gb / Ex tb IIIC T85  Db

ÂCable entry - 1ǌ NPT x 4

Explosion-proof

Wall Mount Junction Box
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MODEL

JB014
Specifications

Model JB014

Power

(12 Points)
Voltage/Current/Conductor Size300V / 30A / 22̡ 12AWG

Signal

(52 Points)
Voltage/Current/Conductor Size300V / 15A / 22̡ 12AWG

Environment

IP Degree IP65

Certification CNS: Ex d IB+H2T6 Gb / Ex tb IIIC T85  Db 

Ambient Temperature -20ʲ+40

Packing

Dimensions 420(L) x 330(W) x 350(H) mm

Weight 15 kg J
B

0
1

4
E

x
p

lo
s
io

n-p
ro

o
f W

a
ll M

o
u

n
t J

u
n

c
tio

n
 B

o
x

106

189

229

4
1
9

3
6
3

262
3
7
2

165
162

5
9

37515051

4-
1"
 N
PT

JB014 Unit: mm

Bottom View Right ViewFront View



Characteristics

Speakers with Drivers

ÂAll speakers have integral drivers

ÂSuitable for indoor or outdoor safe area

ÂEasily integrated with Interking Communication Systems

Indoor

ÂSB861 - 8" ABS Wall Mount Speaker with Volume Control

ÂSF861 - 8" Metal Flush Mount Speaker

ÂSB862 - 8" Metal Wall Mount Speaker with Volume Control

Outdoor

ÂTH30P - Grey WideAngle ABS Horn Speaker

ÂTS15R - White Wide Angle ABS Horn Speaker

ÂTQ15R - 8" ABS Wall Mount Horn Speaker 

ÂTU-10F - 10" Aluminum Alloy Horn Speaker

ÂTU15F - 15" Aluminum Alloy Horn Speaker

ÂTX10F - 10" Aluminum Alloy Double Horn Speaker

Speaker

SB861ȵSF861ȵSB862ȵTH30PȵTS15R

TQ15RȵTU-10FȵTU15FȵTX10F
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MODEL
SB861ȵSF861ȵSB862ȵTH30PȵTS15R

TQ15RȵTU-10FȵTU15FȵTX10F
Specifications
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Model SB861 SF861 SB862

Driver

(Impedance / power)
8ɋ/ 20W 8ɋ/ 20W 8ɋ/ 20W

Frequency Response 70̡ 20000 Hz 200̡ 15000 Hz 200̡ 15000 Hz

Material Enclosure ABS Metal Metal

Packing

Dimensions 265LĖ265WĖ160(H) mm 270LĖ250WĖ135(H) mm 270LĖ250WĖ135(H) mm

Weight 2 kg 1.2 kg 1.8 kg

Model TH30P TS15R TQ15R

Driver

(Impedance / power)
16ɋ/ 30W 8ɋ/ 15W 16ɋ/ 30W

Frequency Response 300̡ 12000 Hz 200̡ 5000 Hz 280̡ 7600 Hz

Material Enclosure ABS ABS ABS

Packing

Dimensions 285(L) x 190(W) x 240(H) mm 233(L) x 163(W) x 163(H) mm 250(L) x 250(W) x 320(H) mm

Weight 2 kg 1.5 kg 2.5 kg

Model TU-10F TU15F TX10F

Driver

(Impedance / power)
16ɋ/ 30W 16ɋ/ 30W 16ɋ/ 30W

Frequency Response 230̡ 12000 Hz 230̡ 12000 Hz 230̡ 12000 Hz

Material Enclosure Aluminum Alloy Aluminum Alloy Aluminum Alloy 

Packing

Dimensions 270(L) x 270(W) x 265(H) mm 460(L) x 460(W) x 400(H) mm 405(L) x 305(W) x 205(H) mm

Weight 1.5 kg 3.7 kg 1.5 kg



Characteristics
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DR130/ DR230/ DR260 Speaker Drivers

ÂSuitable for hazardous area 

Â30 watt, 16 ohm

Â1/2ñNPT threaded entry

Models

Â DR130 - Aluminum alloy enclosure, suitable for Zone 1 and Zone 21 hazardous area 

CNS certified, Ex d IIB+H2 T6 Gb / Ex tbIIIC T85Db

CQST certified, Ex db IIC T6 Gb / Ex tb IIIC T85Db

IP Degree : IP66

ÂDR230 ïAluminum alloy enclosure, suitable for Zone 2 and Zone 22 hazardous area 

CNS certified, Ex ec IIC T6 Gc / Ex tb IIIC T85  Db

IP Degree : IP66

ÂDR260 - ABS enclosure, suitable for Zone 2 and Zone 22 hazardous area

CNS certified, Ex ec IIC T6 Gc / Ex tb IIIC T85  Db 

CQST certified, Ex ec IIC T6 Gc / Ex tb IIIC T85Db

IP Degree: IP66

SMA41 Speaker Mounting Assembly

ÂCan be rotated up, down, left or right to 360 degrees. Suitable for all types of horns.

Outdoor Speaker Driver/

Speaker Mounting AssemblyDR130 DR230 DR260 / SMA41
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MODEL
DR130 DR230 DR260 / SMA41
Specifications
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Model DR130 DR230 DR260 SMA41

Driver

(Impedance / power)
16ɋ/ 30W 16ɋ/ 30W 16ɋ/ 30W

Frequency Response 200~15KHz 200~15KHz 200~15K Hz

SPL 110 dB 110 dB 110 dB

Material Enclosure Aluminum Alloy Aluminum Alloy ABS

Environment IP Degree IP66 IP66 IP66

Packing

Dimensions
240(L) x 260(W) x 280(H) 

mm

135(L) x 130(W) x 180(H) 

mm

120(L) x 120(W) x 240(H) 

mm

205(L) x 135(W) x 95(H) 

mm

Weight 5.2 kg 1.8 kg 1.2 kg 1.3 kg
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Characteristics
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Speaker Horn WH001 HS015 HS018 HS020

WH001 Speaker Horn 

ÂWide angle, suitable for indoor or outdoor area 

ÂABS construction for corrosion-resistant and durability

ÂWith U type mounting bracket

Â1-3/8" UNEF thread (female) provided for driver connection

ÂDispersion: 120ïĖ60ï

ÂFrequency Response: 150~15K Hz

ÂSuitable Drivers: DR230 / DR260 / DR130, 16ɋ 30W

HS015/HS018/HS020 Speaker Horn 

ÂSuitable for indoor or outdoor area

ÂAluminum alloy enclosure, corrosion-resistant 

ÂWith U type mounting bracket

Â1-3/8" UNEF thread (female) provided for driver connection

ÂDispersion: 60ï

ÂFrequency Response: 210~20K Hz

ÂSuitable Drivers: DR230 / DR260  / DR130, 16ɋ 30W 
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Model WH001 HS015 HS018 HS020

Frequency Response 150~15000Hz 210~20000Hz 210~20000Hz 210~20000Hz

Packing

Dimensions
250(L) x 425(W) x 315(H) mm455(L) x 455(W) x 380(H) mm495(L) x 510(W) x 400(H) mm520(L) x 535(W) x 420(H) mm

Weight 2.6 kg 2.9 kg 2.9 kg 3.3 kg

Drivers DR230 / DR260 / DR130

Mounting

Accessories
SMA41

Specifications

WH001 HS015 HS018 HS020
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Characteristics

ÂGRP speaker, impact-resistant, corrosion-resistant

ÂStainless steel mounting bracket and anti-loose cover screws

ÂCable entry ï1/2ǌ NPT x 2

TW83A / TW83A-A: Self-amplified Speaker 

ÂApplied in Paging Intercom System

ÂBuilt-in power amplifier

ÂTW83A: Available for 24 Vdc

ÂTW83A-A: Available for 110/220 Vac

Â IP Degree: IP66

TW830: Speaker with Driver

ÂApplied in Paging Intercom System

ÂBuilt-in driver: 16ɋ, 30W

Â IP Degree: IP66

TW83T: High Voltage Speaker 

ÂApplied in Public Address System and Emergency Communications System

ÂSound Pressure Level (L): 100dB

ÂVoltage: 70/100 Vac

ÂPower: 7.5W / 15W

Â IP Degree: IP66
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